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Sentinel
Twin-spot security floodlight

20w 220-240 V IP65 1 PIR

Power Supply Rating Class Sensor

Installation and user instructions

Model: SENTNL-20-8345-W-M-S
SENTNL-20-8345-B-M-S

Manufactured in China for Evolve Lighting Limited - Rev. 04-2026



Important safety information

Warning — risk of electric shock

Installation must only be carried out by a person authorised to do electrical work. Always isolate
the supply at the switchboard and verify the circuit is dead before commencing work.

» Do not install or operate if damaged. Do not modify.
» Do not cover with thermally insulating material.
» Light source is not user-replaceable — do not open the sealed housing.

* Supply must be protected by a suitably rated MCB and RCD in accordance with AS/NZS
3000.

* Install outside arm's reach. Recommended mounting height: 2.0 m to 2.5 m.
What's in the box

» Sentinel luminaire with backing plate and factory-fitted flying leads

* Mounting ring - 2 x wall plugs - 2 x mounting screws

» 2 x silicone cable plugs - 1 x 5 x 14 mm locking screw - 1 x seal plug

* This instruction sheet

Technical specifications

Specification | Value

Rated supply 220-240 V AC, 50/60 Hz

Rated power 20 W (2 x 10 W), PF > 0.9, = 100 Im/W

Colour CRI = 80, 3000 /4000 / 5000 K selectable, 110° beam
Lifetime (L70 B50) 50,000 hours

Protection Class | - IP65 - IK0O4

Rated ambient (ta) -20-40°C

Light source Integrated LED, non-replaceable

Lamp head +30° tilt, +180° pan (each head independent)
Sensor Up to 12 m range, 140° angle; 45° tilt, 180° pan
Hold time 10 s — 10 min (5 min centre)

Construction Die-cast aluminium, powder-coated

Warranty 3 years

Choosing the location

The PIR sensor responds to both heat and motion. Avoid locations near heat-pump outlets,
flues, plants moving in the wind, strong reflections from glass or pale stone, heavy
vibration, or strong radio signals. Install so that people move across the sensor's field of
view rather than towards it.
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Installation
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Isolate the supply at the switchboard. Verify the circuit is dead.
Remove the mounting ring from the backing plate.

Pull out the backing plate to access the CCT switch. Set to 3000 K, 4000 K or 5000 K. This
cannot be changed once installed.

. Mark, drill, and plug the two fixing holes. Fix the mounting ring to the wall.

. Fita silicone plug around the supply cable and pass the cable through the backing plate.

. Secure the backing plate. Fit the second silicone plug into any unused cable entry.

. Connect the supply: Brown — Active (L), Blue — Neutral (N). Yellow/Green — earth (E).

. Fit the luminaire body to the backing plate using the 5 x 14 mm locking screw. Fit the seal

plug.

. Aim the lamp heads and sensor. Set LUX and TIME knobs as required.

10. Restore supply and verify operation.
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Sensor configuration
Two knobs are located on the underside of the sensor housing.

LUX (% / C) TIME (10 s — 10 min)

Sun: operates day and night (test). Centre: dusk Sets how long the lamps remain on after motion.
and night. Moon: full darkness only. Timer resets on further motion.
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Override (lamps on continuously): switch the supply Off~On—Off-On within 6 seconds.
Override clears when the supply is switched off.

Adjustment

Lamp heads (each independent): +30° tilt, +180° pan at the knuckle. Sensor (independent
of heads): 45° tilt, 180° pan. Loosen the knuckle to move, re-tighten after aiming — do not
over-tighten.

Sensor detection area
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Troubleshooting

Symptom ‘ What to check

Lamps do not light Check the MCB/RCD and L/N connections. In daytime, set LUX to
the sun symbol to test.

Lamps stay on Override may be active: switch off at the wall for 10 s. Check LUX
is not on the sun symbol.

Sensor doesn't trigger Check mount height (2.0-2.5 m) and sensor aim. Walk across the
field, not towards it.

False triggers Check for nearby heat sources, moving plants, reflective surfaces.
Re-aim the sensor.

Disposal and warranty

Do not dispose of with general waste — recycle as electrical waste (NZ: ewaste.org.nz).
Evolve Lighting warrants this product for three (3) years from the date of purchase, subject
to normal use in accordance with these instructions. Full terms: evolve-
lighting.co.nz/warranties

Manufacturer

Evolve Lighting - 174 Glasgow Street, Whanganui 4500, New Zealand
Evolve-lighting.co.nz - sales@evolvelighting.co.nz - 0800 357 6311
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