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LIGHTING DATA

Light Source SMD LED

Lifetime @L70 B10 >50,000hrs

Luminaire Efficacy 140lm/W

CCT 
Selectable
4000K/5000K/6000K

CRI >80

SDCM <4

UGR Rating 25

Beam angle 120°

BOXY BATTEN  
LED HIGH OUTPUT BATTEN

4K/5K/6K
CCT Switch

>50,000hrs
@ L70

5 Year  
Warranty  

140lm/W
Efficacy

		

DESIGN / CONSTRUCTION

Body Material Steel

Lens Material Polycarbonate

Cable Entry Size 20mm

Installation kits Surface / Pendant 

Colour White

ELECTRICAL DATA

Driver Brand Lifud

Mains Voltage AC220-240V / 50-60 Hz

Power Factor >0.95

THD <10%

Inrush Current (coming soon)

Driver Lifetime >50,000hrs 

Flicker Free Yes (PstLM < 1 / SVM <0.4)

TECHNICAL DATA

IP Rating IP20

IK Rating IK08

Operating Temp -20° to +45°C

Protection Class Class 1

Certifications SAA

CODE POWER  LUMEN OUTPUT DIMENSIONS WEIGHT

BOXY1500-50-8456 50W 7,000lm 1503x66x64mm 1.75kg

BOXY1200-40-8456 40W 5,600lm 1203x66x64mm 1.56kg

	✓ High output up to 7,000lm @ 50W 

	✓ Long >50,000 hours life 

	✓ Very high efficacy of 140lm/W

	✓ Flexible with 3CCT Selectable

	✓ Flicker Free

	✓ Fast install with:  

    - Quick release gear tray 

    - Push to fit diffuser

      


